STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

Tlinois Department P 1 of 2
of Transportation SOIL BORING LOG
Dt Date 213/03
P92-010-03 1.5 m. W. of Kirkland, IL 72 over
ROUTE FAP 553 DESCRIPTION ICRERR LOGGED BY C. Jenkins
SECTION 125-VBR-1 LOCATION _Franklin Twp. - 21SE, SEC. , TWP. 42N, RNG. 3E
COUNTY DeKalb DRILLING METHOD ~ ___ Hollow Stem Auger HAMMER TYPE B-53 Diedrich Automatic
STRUCT. NO. 0190029 D B | U | M | guface Water Blev. None _ ft DI B UM
Station 144t14 E1 L | C1 O Il SreamBed Elev. None__ ft Ef L C]0O
rlo| s |1 Pl o] s |1
BORING NO. B3 W S || Groundwater Elev.: T w §
Station 144141 HI S | Q| T | pigp mo tY|H| S | Q| T
Offset 3700 Rt CL Upon Completion Wash _ ft
Ground Surface Elev. 164.5 £ [ ® ) 06 | D | 6 || Afer His. ft ®) | (6 | s | Co)
VERY STIFE brown SILTY CLAY 3 Wash g
TILL - 7 23 14 || VERY DENSE tan medium I n
] 9 B grained well-cemented SAND 030 1y
722,50 End of Boring 1
4 _
MEDIUM tan SAND & GRAVEL B
— ]
72050 16
45 ]
MEDIUM gray SAND & GRAVEL 3
¢ —
718.00 10 |
71550 ] ]
3 o
Begin Wash 13
DENSE tan SAND & GRAVEL 116 ]
713.00 19 |
710,50 B B
P B
DENSE tan coarse grained SAND 5
- -
708,00 2 |
705.50 N ]
w 1)
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penctrometer)
The SPT (N vatue) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rov. 8-99)
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Contract #64858

Hlinois Department Pge [ of 3
of Transportation SOIL BORING LOG
%,Tmmﬁg)mys Date 2/18/03
P92-010-03 1.5 m. W, of Kirkland, 1L, 72 over
ROUTE FAP 553 DESCRIPTION IC&ERR LOGGED BY C. Jenkins
SECTION 125-VBR-1 LOCATION _Franklin Twp. - 21SE, SEC. , TWP. 42N, RNG. 38
COUNTY DeKalb DRILLING METHOD Hollow Stem Auger BAMMER TYPE B-53 Diedrich Automatic
STRUCT. NO. 0190029 DI B | U | M ufuce Water Elev. None _ ft D| B U M
Station 144+14 EL L1 €1 O |l SeumBedElev. None _ ft EfLycCloO
Pl O | S 1 Pl O] S I
BORINGNO. B4 T w S |l Groundwater Blev: T W 8
Station 145434 Hi 8 | Q| T | pyg m2 a Y [H| S Q| T
Offset 9.00ft Lt CL Upon Completion Wash
Ground Surface Elev. 788.7 f | @®) (6 | D | &) || After Hrs. ft @) | (6" | s | (h)
Asphalt
Concrete ] 12 | 18 || STIFF black SILTY LOAM q
Road Rock P 5018 | 2
STIFF gray/black SILTY LOAM — .
with GRAVEL ] 7%6.70 5 P
78570 7 B
STIFF green/black SILTY CLAY 7 VERY STIFF gray SILTY CLAY 3
TILL 1 8 | 19| 2 ||TLL T4 13| B
78420 S | B 6420 S 18
-5 25!
STIFF black SILTY LOAM TILL 7 STIFF gray/black SILTY CLAY 2
4 11 24 || with ORGANICS 3 11 31
4 | B 76170 41 B
781.20 —
LOOSE dirty brown SAND & 3 STIFF black SILTY LOAM 7
GRAVEL 03 s p s R
3 75920 6 | ®
7870 0] 20|
STIFF gray/ten SILTY LOAM TILL 7 VERY STIFF gray/green SILTY 2
1 2 11 21 || LOAM with small petroleun odor 3 21 2%
mnw__ | 3 | P lais
] 75620
STIFF tan/gray SANDY LOAM 7 MEDIUM dirty gray SAND & 3
TILL 3 11 20 || GRAVEL - 6
420 S |8 75420 8
-15 5
STIFF gray/black SILTY CLAY 2 MEDIUM gray SAND & GRAVEL H
TILL T34 m T u
mmn 4| B 7
] 75120
STIFF gray/grecn SILTY CLAY 3 SOFT tan SANDY SILT T
B I B O | 13 le3| s
76920 4 | B 920 4 1B
200 40
The Unconfined Compressive Strength (UCS) Faiture Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the fast two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)

SOIL BORINGS
IL RTE 72 OVER

IOWA CHICAGO & EASTERN RAILROAD

FAP ROUTE 553

SECTION 125VBR-1
DEKALB COUNTY
STA. 144+14.40
SN 019-0047




